
 

LubriDutch B.V. Proostwetering 25ᴳ 3543 AB Utrecht The Netherlands www.booster-oil.com info@booster-oil.com +31(0) 30 30 33 100 

 

Product 2108 

Productinformation 

Booster Cargo FreeWay     

10W-40 

 
The Booster FreeWay 10W-40 is a fuel economy Heavy Duty engine oil is formulated with unique low 
SAPS for use in high speed four stroke diesel engines of the latest models. 
 

TYPICALS 

 
SAE      10W-40 
Density at 15 ⁰C, kg/l   0,859 
Viscosity   40 ⁰C, mm²/s   87,50 
Viscosity 100 ⁰C, mm²/s   13,80 
Viscosity Index    162 
Flash Point COC, ⁰C   224 
Pour Point, ⁰C    -45 
Total Base Number, mgKOH/g  9,5 
Sulphate Ash, %   1,0 
 

APPLICATIONS 

 
This semi-synthetic lubricant extends the lifespan of the equipment by offering excellent wear 
resistance and engine cleanliness. The high level of wear resistance is obtained through the additive 
package's outstanding oxidation resistance, shear resistance and aeration control. The formulation is 
altered to extend the lifespan of the application compared to previous comparable engine oil 
formulations. A wide range of different original equipment manufacturer specifications are met by this 
excellent heavy-duty engine oil. This engine oil's full backward compatibility with the CJ-4 specification 
turns it into a versatile solution for both on- and off-road applications. It is compatible with emission 
control technology EURO IV, V and VI for trucks; as well as stage IIIB, IV and Tier 4i, 4f for heavy-duty 
off-road. The improved shear stability and excellent oxidation control will retain the engine oil's 
original high performance composition, enabling it to offer stable and complete protection and 
cleanliness to the engine whilst cutting down on engine oil costs. 
 

PERFORMANCE LEVEL 

 
ACEA E9 

API CJ-4 

API CK-4 

Caterpillar ECF-3 

Cummins CES 20086 

Detroit Diesel DFS 93K222 

Deutz DQC-III-10 LA 

Jaso DH-2 

Mack EO-S 4.5 

MAN M3575 

MB 228.31 

MTU Oil Category 2.1 

Renault RLD-4 

Volvo VDS-4.5 

 

By product choice always follow the requirements and instructions of the manufacturer.  


