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Productinformation 

Booster Navitas Series 

 
The Booster Navitas series is a product line of high-quality mineral industrial gear oils. 

 

TYPICALS 
 

Viscosity    68  100  150  220  320  460  
Product number   2566  2565  2517  2540  2519  2520  
Density at 15 ⁰C, kg/l  0,881  0,885  0,896  0,897  0,900  0,905 
Viscosity   40 ⁰C, mm²/s  72  94  152  228  330  434 
Viscosity 100 ⁰C, mm²/s  9,2  10,6  14,5  19,4  24,2  27,6 
Viscosity Index   103  95  93  97  94  88 
A.N. (Colorimetric), mg KOH/g 0,38  0,34  0,34  0,38  0,38  0,38 
Flash Point COC, ⁰C  225  235  240  245  255  260 
Pour Point ⁰C   -24  -24  -24  -21  -21  -18 
FZG Test    12        12  12 
 

APPLICATIONS 

   
This is a line of extreme pressure oils for industrial gears. The paraffinic character of the base oil 
ensures an excellent course of the viscosity/temperature curve and a high resistance against oxidation 
and ageing. The favorable property of mineral base oil is further strengthened by the addition of 
appropriate additives. The high pressure additives based on sulfur and phosphorus compounds form 
a chemical film on tooth surfaces and as such prevents wear and a noticeable reduction in friction. 
Special anti-corrosion and anti-foam additives complete the composition of this oils. They are 
recommended for the lubrication of gearboxes (lubrication by oil bath, oil mist or oil circulation) and 
it is specifically suitable for heavy loads and high temperature with the following features: 
 
- superior EP properties 
- adequate protection of systems 
 
The robust composition, which protects the equipment and minimizes maintenance costs by creating 
a reliable oil film, even at high temperatures. This oils reduce wear and friction and provides good rust, 
oxidation and corrosion prevention. Reliable foam control and air release. 
   
PERFORMANCE LEVEL 

 

AGMA 9005-E02 

AIST (US Steel)  224 

David Brown S1.53.101E 

DIN 51517 CLP 
 

By product choice always follow the requirements and instructions of the manufacturer.  


